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Terminal 1:
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[image: ]
Counter place no. 1299a, the area of 10.9 m² and the background place no. 1299, the area of 14.7 m² - the public arrival hall  
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Counter - place no. 1130, the area of 15.6 m² - the customs arrival hall 
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Counter place no. 1137, the area of 20.2 m2 and background place no. 1137a, the area of 24.1 m2 – the transit part
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Counter place no. 1104g, the area of 9.6 m2 and the background place no. 1104d, the area of 6.7m2 – the public departure hall
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Counter place no. 1104f, the area of 10.5 m² and background place no. 1104e, the area of 9.3 m² - the public departure hall 
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A place for ATM – the customs arrival hall
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A place for ATM – the customs arrival hall
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A place for ATM – the customs arrival hall
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A place for ATM – finger A
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A place for ATM – the transit part, near the entrance to finger B
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A place for ATM – the transit part
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A place for ATM – the public arrival hall
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Terminal 2:
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Counter place no. 1131, the area of 8.2 m², counter place no. 1132, the area of 8.1 m², counter place no. 1133a, the area of 11 m² and background place no. 1133, the area of 5.5 m² - the customs arrival hall  
[image: ]

Counter - place no. 2221, the area of 15.9 m2 and background place no. 2221a, the area of 15.3 m2 – the public departure hall
[image: ]  
Counter place no. 1148a, the area of 10.4 m2 and background place no. 1148, the area of 8.6 m2 – the public arrival hall
[image: ]

The area for placing a stall – a part of Hall 2002, the area of 9.1 m² – the transit part
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A place for ATM – the transit part
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Places for ATM – the customs arrival hall
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Places for ATM – the customs arrival hall
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Places for ATM – the arrival hall transit part
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A place for ATM – the public arrival hall
[image: ]

























Technical parameters of business areas

Terminal 1 – 5 business areas, 4 background facilities and 7 ATMs which may be opened as of 1 December 2018


1) Counter place no. 1299a, the area of 10.9 m² and the background place no. 1299, the area of 14.7 m² - public arrival hall – is not a separate fire protection section. The structure of the unit is partly made of gypsum boards and party of masonry. The floor is covered with a carpet and tiles. The electric power supply connection is owned by the Prague Airport – 3x400V, the main circuit breaker of 25A, internal distribution lines of 230V with lighting and an advertisement. The electric power consumption is measured by an independent electricity meter, the air-conditioning units are owned by the Prague Airport – Split, there is no water and sewerage available, there are 7 ports in the business area (data sockets, phone/internet), there are no ports in the background.

2)  Counter - place no. 1130, the area of 15.6 m² – the customs arrival hall –  is not a separate fire protection section. The structure of the unit is made of gypsum boards. The floor is covered with a carpet owned by the lessee. The electric power supply connection is owned by the Prague Airport – 3x400V, the main circuit breaker of 20A, internal distribution lines of 230V with lighting and an advertisement. The electric power consumption is measured by an independent electricity meter, the air-conditioning units are owned by the Prague Airport – FCU, there is no water and sewerage available, there are 5 ports in the business area (data sockets, phone/internet).

3) Counter - place no. 1137, the area of 20.2 m2 and background place no. 1137a, the area of 24.1 m2 – the transit part – is not a separate fire protection section. The structure of the unit is partly made of gypsum boards and party of masonry. The floor is covered with a carpet and tiles. The electric power supply connection is owned by the Prague Airport – 3x400V, the main circuit breaker of 25A, internal distribution lines of 230V with lighting and an advertisement. The electric power consumption is measured by an independent electricity meter, the air-conditioning units are owned by the Prague Airport – S1137a – FCU, 1137 – treated air supply ensured, there is no water and sewerage available, in both units there are 6 data ports (data sockets, phone/internet).
4)  Counter - place no. 1104g, the area of 9.6 m2 and the background place no. 1104d, the area of 6.7m2 – the public departure hall – is not a separate fire protection section. The structure of the unit is made of gypsum boards. The floor is covered with a carpet and tiles. The electric power supply connection is owned by the Prague Airport – 3x400V, the main circuit breaker of 20A, internal distribution lines of 230V with lighting and an advertisement. The electric power consumption is measured by an independent electricity meter, the air-conditioning units are owned by the Prague Airport – FCU, there is no water and sewerage available, there are 11 ports in the business area (data sockets, phone/internet), there are 2 ports in the background (data sockets, phone/internet).
5) Counter - place no. 1104f, the area of 10.5 m² and background place no. 1104e, the area of 9.3 m² - the public departure hall – is not a separate fire protection section. The structure of the unit is made of gypsum boards. The floor is covered with a carpet and tiles. The electric power supply connection is owned by the Prague Airport – 3x400V, the main circuit breaker of 20A, internal distribution lines of 230V with lighting and an advertisement. The electric power consumption is measured by an independent electricity meter, the air-conditioning units are owned by the Prague Airport – 1104e – FCU, 1104f – Split, there is no water and sewerage available, there are 13 ports in the business area (data sockets, phone/internet), there are 4 ports in the background (data sockets, phone/internet).
6) Automated tolling machines (ATM, 7 pcs) – the power supply connections are secured separately by 16A circuit breakers and measured at the connections to switchboards owned by the Prague Airport.

Terminal 2 – 5 business areas, 1 area for the placement of a stall, 3 background facilities and 11 ATMs which may be opened as of 1 December 2018


1) Counter - place no. 1131, the area of 8.2 m² – the customs arrival hall – is a separate fire protection section N2.121. The structure of the unit is made of masonry. The floor is covered with a carpet owned by the Prague Airport. The electric power supply connection is owned by the Prague Airport – 3x400V, the main circuit breaker of 25A, internal distribution lines of 230V with lighting and an advertisement. The electric power consumption is measured by an independent electricity meter, the treated air supply is ensured, there is no water and sewerage available, there are 4 ports in the business area (data sockets, phone/internet).

2) Counter - place no. 1132, the area of 8.1 m² – the customs arrival hall – is a separate fire protection section N2.121. The structure of the unit is made of masonry. The floor is covered with a carpet owned by the Prague Airport. The electric power supply connection is owned by the Prague Airport – 3x400V, the main circuit breaker of 25A, internal distribution lines of 230V with lighting and an advertisement. The electric power consumption is measured by an independent electricity meter, the treated air supply is ensured, there is no water and sewerage available, there are 4 ports in the business area (data sockets, phone/internet).
3) Counter - place no. 1133a, the area of 11 m² - customs arrival hall –– is not a separate fire protection section but the door to the partition provide a fire resistance. The structure of the unit is made of gypsum boards. The floor is covered with a PVC flooring owned by the Prague Airport. The electric power supply connection is owned by the Prague Airport – 3x400V, the main circuit breaker of 25A, internal distribution lines of 230V with lighting and an advertisement. The electric power consumption is measured by an independent electricity meter, the treated air supply is ensured, there is no water and sewerage available, there are 6 ports in the business area (data sockets, phone/internet).
4) Background place no. 1133, the area of 5.5 m² – the customs arrival hall – is a separate fire protection section N2.120. The structure of the unit is made of gypsum boards. The floor is covered with a PVC flooring owned by the Prague Airport. The electric power supply connection is owned by the Prague Airport – 3x400V, the main circuit breaker of 25A, internal distribution lines of 230V with lighting and an advertisement. The electric power consumption is measured by an independent electricity meter, the treated air supply is ensured, there is no water and sewerage available, there no ports in the business area (data sockets, phone/internet).
5)  Counter - place no. 2221, the area of 15.9 m2 and background place no. 2221a, the area of 15.3 m2 – the public departure hall – there is a fire structure EI 45 DP1 between the partition and the background facility. The structure of the unit is made of gypsum boards. The floor is covered with a PVC flooring. The electric power supply connection is owned by the Prague Airport – 3x400V, the main circuit breaker of 25A, internal distribution lines of 230V with lighting and an advertisement. The electric power consumption is measured by an independent electricity meter, the treated air supply is ensured, there is no water and sewerage available, there are 18 ports in the business area (data sockets, phone/internet), there are 2 ports in the background (data sockets, phone/internet) and 10 ports (data sockets, phone/internet) in the background. 
6) Counter - place no. 1148a, the area of 10.4 m2 and background place no. 1148, the area of 8.6 m2 – the public arrival hall – is not a separate fire protection section. The structure of the unit is made of gypsum boards. The floor is covered with a PVC flooring. The electric power supply connection is owned by the Prague Airport – 3x400V, the main circuit breaker of 20A, internal distribution lines of 230V with lighting and an advertisement. The electric power consumption is measured by an independent electricity meter, the treated air supply is ensured, there is no water and sewerage available, there are 4 ports in the background area (data sockets, phone/internet), there are no ports in the business area.
7) The area for placing a stall – a part of Hall 2002, the area of 9.1 m² – the transit part – is not a separate fire protection section. The structure of the stall is made of wood. The electric power supply connection is owned by the Prague Airport – 3x400V, but it is only used by 1f, the main circuit breaker in situated in OJ-B123Am, internal distribution lines of 230V with lighting and an advertisement. The electric power consumption is measured by an independent electricity meter, the treated air supply is ensured, there is no water and sewerage available, there are 4 ports in the stall (data sockets, phone/internet).
8) Automated tolling machines (ATM, 11 pcs) – the power supply connections are secured separately by 16A circuit breakers and measured at the connections to switchboards owned by the Prague Airport.
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